
  
 

Tainuo Fiberglass Mesh Factory



      Our company was established in 2000, and is a comprehensive enterprise                
integrating scientific research, production, development and sales. The 
company covers an area of 20000 square meters and has 6 glass fiberyarn 
production lines and built a 8000 square meters weaving workshop, equipped 
with a set of advanced glass fiber mesh production lines, with an annual 
output of 60 million square meters.Our company has strong technical team, 
and we have many domestics and foreign scientific research institutions have 
a close relationship , the company employs a number of experts as 
technicalconsultants for company.
     Occupy the market with quality and services , and serve as / for 
international quality and reasonable price in the whole process of product  
sales to win the recognition of the majority of users ; After more than ten years 
of unremitting efforts , our product sales network of the country and overseas 
markets . The company takes the customer satisfaction as the starting point 
and the foothold ,takes the science and technology innovation as the 
breakthrough,strengthens the enterprise strategy research , the innovation 
development pattern ,unceasingly enhances the enterprise scientific , the 
standardization.
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Company Profiles
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    Joint Tape conceals and reinforces gypsum board joints. 
The tape is buffed on both sides to ensure the best working 
qualities and bond. A center creasing process allows easy 
folding for use at corners.
    ProForm Joint Tape is designed for use with ready mix or 
setting-type joint compounds and gypsum veneer plaster 
systems to conceal and reinforce joints of interior walls and 
ceilings.



 APPLICATION     WEIGHT

  Wall Materials 60g/m2

  Wall Materials   65g/m3

  Wall Materials 75g/m2

  Wall Materials
            50-80g/m2

Product Specifications

       SIZE

        50mm*90m 

50mm*90m 

50mm*90m 

50mm*90m 



Professional · Focused ·Concentrate On

Product Picture
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Product Details
Uniform & Non uniform

Smooth &  Scaratch

Clean & Stain



Application & Features                                

Application Method
★ Kept wall clean and dry.
★ Attach tape in the cracks and compression.
★ Confirmed that gap has been covered tape, 

then use a knife to cut off it, at last brush on the 
plaster.

★ Let it nature dry, then gently polishing.
★ Fill enough paint to make it smooth
★ Leaked tape removed. Then, pay attention to 

all cracks are properly repaired, with subtle 
seam of composite materials will complement 
the surrounding modified to make it bright and 
clean as new.
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Product                                 
Packaging
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Delivery Terms   &
                             Payment Type

Payment Type

Delivery Terms
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• FOB
• CFR 
• CIF

• T/T



•  Professional Technical Support
• Changing or Refunding if the Products have Quality 

Problems
•  Products come with Test Report & Certificate.
•  Delivery  On Time

•  Inquiry and Consulting Support
• View HQ Office  & Factory
•  Sample Support

After-Sales Services

Pre-Sales Services
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Our Services


